
RH16E

Options Optionen

	> Mounting plates  
Montageplatten

	> Flushing heads 2“ & 3“  
Spülköpfe 2“ & 3“

OPTION:
FLOATING SPINDLE

OPTION:
FLUSHING HEAD
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	> Shock absorber 
Schockabsorber

	> Speed sensor 
Drehzahlsensor

Electricmotor
Elektromotor

Technical Specifications are subject to modifications without prior notice and incurring responsibility for machines previously sold. The 
shown machines may have optional equipment. Technical data do not consider power losses. Error misprints reserved.  / Technische 
Änderungen ohne Vorankündigung und Verpflichtung gegenüber früher gelieferten Geräten. Die abgebildeten Geräte können 
Sonderausstattungen haben. Technische Daten ohne Berücksichtigung des Wirkungsgrades. Irrtum und Druckfehler vorbehalten.

E-HEADS   E-ANTRIEBE
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Rotary mechanism RH16E Drehantrieb

[RPM]20 3010 40 50 9060 70

[kNm]
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Drive shafts Abtriebswellen

	> Flange connection 
Flanschverbindung

Other connections on request 
Weitere Verbindungen auf Anfrage

370 – 450 kg Weight Gewicht · 180 kN Traction Zugkraft
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